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                Getting Started Guide
1       Introduction

The Remote Control Reference Design kit contains the following hardware:

• Remote control unit (x1)
• USB dongle (x1)
• Additional RF module (x1).

 Figure 1. Hardware packaged in the Remote Control Reference Design kit

2       Setting up the remote control reference design

Follow the instructions below to set up the remote control reference design:

1. Remove the remote control unit from the box.
2. Insert two AAA batteries into the battery holder ensuring correct polarity.
3. Set switch 7 (S7) to BAT.
4. Remove the USB dongle from the box.
5. Insert the USB dongle into a USB slot on your PC. To function properly, your PC must be running 

Microsoft Windows 2000, XP, or Vista.
6. The USB dongle flashes indicating it is active.
7. The following message is displayed on your PC monitor: “Your new hardware is installed and 

ready for use”.
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3       Testing the remote control unit

Follow the instructions below to test the volume controls on your remote control unit:

1. Open the Volume Control on your PC’s Microsoft Windows operating system.
2. Press the + and - buttons on your remote control unit to increase and decrease the volume on 

your PC’s Volume Control.

Follow the instructions below to test the Play/Pause, Stop, Skip Forward and Skip Back controls on your 
remote control unit:

1. Open Windows Media Player on your PC’s Microsoft Windows operating system.
2. Use the Play/Pause, Stop, Skip Forward and Skip Back buttons on your remote control unit to 

navigate and control your digital media files in Windows Media Player.

Follow the instructions below to test the two-way communication:

1. Firmly press the button on the bottom side of the USB dongle for approximately 1 second (while it 
is inserted into the USB slot of your PC).

2. Press any button on your remote control unit and LED2 should light up. When you press the vol-
ume control buttons on your remote control unit LED2 should flash continously.

3. To return to normal mode from two-way communication mode, firmly press the button on the bot-
tom side of the USB dongle again for approximately 1 second. LED2 will not flash when you next 
press a button on the remote control unit.

4       Troubleshooting

Q: What should I do if the buttons on my remote control unit are not working?

A: Check if LED1 and LED2 flash for an instant on your remote control unit when you turn switch 7 (S7) to 
BAT. If they don’t flash, make sure the batteries are in correctly, ensuring correct polarity.

Q: I have tried testing the two-way communication and it doesn’t seem to work. What should I do?

A: Make sure that you have pressed the button on the bottom side of the USB dongle firmly for approxi-
mately 1 second.
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